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E5EC

1. For waterproof mounting, waterproof packing must be installed on 
the Controller. Waterproofing is not possible when group mounting 
several Controllers. Waterproof packing is not necessary when 
there is no need for the waterproofing function.

2. Insert the E5EC into the mounting hole in the panel.
3. Push the adapter from the terminals up to the panel, and 

temporarily fasten the E5EC.
4. Tighten the two fastening screws on the adapter. 

Alternately tighten the two screws little by little to maintain a 
balance. Tighten the screws to a torque of 0.29 to 0.39 N•m.

Mounting the Terminal Cover
E5CC
Slightly bend the E53-COV23 Terminal Cover to attach it to the 
terminal block as shown in the following diagram. The Terminal Cover 
cannot be attached in the opposite direction. E53-COV17 Terminal
 Cover can be also attached.
Make sure that the "UP" mark is facing up, and then attach the E53-
COV17 Terminal Cover to the holes on the top and bottom of the 
Digital Temperature Controller.

E5EC
Slightly bend the E53-COV24 Terminal Cover to attach it to the 
terminal block as shown in the following diagram. The Terminal Cover 
cannot be attached in the opposite direction.

� Precautions when Wiring
�xSeparate input leads and power lines in order to prevent external 

noise.
�xUse a shielded, AWG24 to AWG18 (cross-sectional area of 0.205 

to 0.8231 mm2) twisted-pair cable.
�xUse crimp terminals when wiring the terminals.
�xUse the suitable wiring material and crimp tools for crimp terminals.
�xTighten the terminal screws to a torque of 0.43 to 0.58 N•m. 
�xUse the following types of crimp terminals for M3 screws.
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Enlarged illustration of 
Terminal Section

Enlarged illustration of 

Slightly bend the 
E53-COV24 Terminal 
Cover in the direction 
shown by the arrows to 
attach it to the terminal block.

5.8 mm max. 

5.8 mm max. 
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Three-year Guarantee
●Period of Guarantee
The guarantee period of the Unit is three years starting from the date 
the Unit is shipped from the factory.

Scope of Guarantee
The Unit is guaranteed under the following operating conditions.
1. Average Operating Temperature (see note): −10°C to 50°C
2. Mounting Method: Standard mounting

Note: Average Operating Temperature
Refer to the process temperature of the Unit mounted to a 
control panel and connected to peripheral devices on condition 
that the Unit is in stable operation, sensor input type K is 
selected for the Unit, the positive and negative thermocouple 
input terminals of the Unit are short-circuited, and the ambient 
temperature is stable.

Should the Unit malfunction during the guarantee period, OMRON 
shall repair the Unit or replace any parts of the Unit at the expense of 
OMRON.
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Bottom



Read and Understand this Catalog

Please read and understand this catalog before purchasing the product. Please consult your OMRON representative if you have 
any questions or comments. 

Warranty and Limitations of Liability

WARRANTY

OMRON's exclusive warranty is that the products are free from defects in materials and workmanship for a period of one year 
(or other period if specified) from date of sale by OMRON.

OMRON MAKES NO WARRANTY OR REPRESENTATION, EXPRESS OR IMPLIED, REGARDING NON-INFRINGEMENT, 
MERCHANTABILITY, OR FITNESS FOR PARTICULAR PURPOSE OF THE PRODUCTS. ANY BUYER OR USER 
ACKNOWLEDGES THAT THE BUYER OR USER ALONE HAS DETERMINED THAT THE PRODUCTS WILL SUITABLY MEET 
THE REQUIREMENTS OF THEIR INTENDED USE. OMRON DISCLAIMS ALL OTHER WARRANTIES, EXPRESS OR 
IMPLIED. 

LIMITATIONS OF LIABILITY

OMRON SHALL NOT BE RESPONSIBLE FOR SPECIAL, INDIRECT, OR CONSEQUENTIAL DAMAGES, LOSS OF PROFITS 
OR COMMERCIAL LOSS IN ANY WAY CONNECTED WITH THE PRODUCTS, WHETHER SUCH CLAIM IS BASED ON 
CONTRACT, WARRANTY, NEGLIGENCE, OR STRICT LIABILITY. 

In no event shall the responsibility of OMRON for any act exceed the individual price of the product on which liability is asserted. 

IN NO EVENT SHALL OMRON BE RESPONSIBLE FOR WARRANTY, REPAIR, OR OTHER CLAIMS REGARDING THE 
PRODUCTS UNLESS OMRON'S ANALYSIS CONFIRMS THAT THE PRODUCTS WERE PROPERLY HANDLED, STORED, 
INSTALLED, AND MAINTAINED AND NOT SUBJECT TO CONTAMINATION, ABUSE, MISUSE, OR INAPPROPRIATE 
MODIFICATION OR REPAIR. 

Application Considerations

SUITABILITY FOR USE

OMRON shall not be responsible for conformity with any standards, codes, or regulations that apply to the combination of the 
product in the customer's application or use of the product.

Take all necessary steps to determine the suitability of the product for the systems, machines, and equipment with which it will 
be used. 

Know and observe all prohibitions of use applicable to this product.

NEVER USE THE PRODUCT FOR AN APPLICATION INVOLVING SERIOUS RISK TO LIFE OR PROPERTY WITHOUT 
ENSURING THAT THE SYSTEM AS A WHOLE HAS BEEN DESIGNED TO ADDRESS THE RISKS, AND THAT THE OMRON 
PRODUCT IS PROPERLY RATED AND INSTALLED FOR THE INTENDED USE WITHIN THE OVERALL EQUIPMENT OR 
SYSTEM.

PROGRAMMABLE PRODUCTS 

OMRON shall not be responsible for the user's programming of a programmable product, or any consequence thereof.

Disclaimers

CHANGE IN SPECIFICATIONS 

Product specifications and accessories may be changed at any time based on improvements and other reasons. Consult with 
your OMRON representative at any time to confirm actual specifications of purchased product.

DIMENSIONS AND WEIGHTS 

Dimensions and weights are nominal and are not to be used for manufacturing purposes, even when tolerances are shown.

PERFORMANCE DATA 

Performance data given in this catalog is provided as a guide for the user in determining suitability and does not constitute a 
warranty. It may represent the result of OMRON's test conditions, and the users must correlate it to actual application 
requirements. Actual performance is subject to the OMRON Warranty and Limitations of Liability.



Note: Do not use this document to operate the Unit.

Authorized Distributor:

In the interest of product improvement, 
specifications are subject to change without notice.
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